
PUMPED UP AND READY TO FLOW

GEHO ZD300 230V

GENERAL INFORMATION

ID 24P00176

Make GEHO

Year 2021

Construction Piston pumps

Weight 480 kg

Length 172 cm

Width 67 cm

Height 121 cm

TECHNICAL INFORMATION

• 4'' (4 inch) connection parts , Perrot/Cardan/Type C •

available with any desired quick coupling. • Can be used

immediately • in stock! • NEW and UNUSED! • Only

suitable for source dewatering and/or drainage • PUMPED

UP AND READY TO FLOW! • sand/stone catcher • self-

priming (dry) • Self-priming (wet) • Spare parts available,

usually in stock • Stack frame • Unlimited dry running •

We provide appropriate documentation for the purpose of

Export

DESCRIPTION
Electric well dewatering pump zd 300
Compared to its big brothers, this ZD 300 has the advantage
of its light weight and compactness. The high efficiency of the
ZD 300 ensures enormous capacity.
The sturdy, fully galvanized frame is stackable, making the
ZD 300 Elektro wellpoint pump easily and safely stackable,
up to 3 pumps high on a stable surface, up to 2 pumps high
on a truck.
A large sturdy lifting eye - centrally integrated - for easy lifting
with a crane. It is also equipped with large integrated forklift
socks, which make the pump easy to transport.
This pump is configured as a 220 V machine.

MAX. CAPACITY 35 m³/h
MAX. HEIGHT 20 mWK
MAX. SUCTION HEIGHT 9.6 mWK
WEIGHT 480 kg

Throughput capacity: 35 m3/h
Max. head: 20 MWK
Weight: 480 kg
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