
PUMPED UP AND READY TO FLOW

Sykes CP100i

GENERAL INFORMATION

ID 23P00067

Make Sykes

Type CP100i

Year 2011

Operating hours 10.043

Construction Water pumps

Fuel Diesel

Length 180 cm

Width 91 cm

Height 142 cm

TECHNICAL INFORMATION

• 4'' (4 inch) connection parts BAUER / Type B • Can be

used immediately • in stock! • PUMPED UP AND READY

TO FLOW! • Self-priming (dry, vacuum assisted) • Spare

parts available, usually in stock • Suitable for pumping

sewage • Supported by van vacuum pump

DESCRIPTION
This Sykes waterpump can be used on urban worksites ore
with flood water control,
Sykes pumps are universally recognised as one of the most
reliable and energy-efficient pumps on the market.
Max Flow : 198 m3/H
Head : 53 MWK
Solids Handling max : 45 mm

• Galvanised steel, dual point lifting frame.
• Manual diesel fuel fill (lockable).
• Pump and engine control panel with emergency stop as
standard.
• Pump operating range sign for optimum pump life and
reliability.
• Galvanised steel sled, complete with tyne pockets and tie
down points
for transportation.

Throughput capacity: 198 m3/h
Motor brand: Perkins
Max. head: 53 MWK
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